TECHNICAL DATA SHEET

CURTAIN ILUCS 7 [ AVER

Single-layer sound-absorbing curtain made of ILUCS,
fire-retardant polyester Trevira CS: aW 0.45 tested
draped at 300 mm from the wall, and customizable by

sublimation.
~Iay, @ Class = Thickness
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weighted absorption reaction to fire

of the assembly




Acoustic performance CURTAIN ILUCS 1 LAYER

~|I Acoustic absorption
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¢ Reaction to fire

B 51 do SBI test (EN 13823) on the ILUCS WITHOUT adhering,

1. BTTG - British Carpe which is how a hanging curtain works.

J K ngdom), ref. 2

4/2015) Classification issued by an independent laboratory on
the tested product according to EN 13501-1.

tecnql q The acoustic tests in this data sheet were carried out at TECNALIA, s laboratory accredited by ENAC
° and a signatory to the ILAC-MRA agreement, which gives international recognition to the results. The

MEMBER OF BASQUE RESEARCH

STECHNOLOGY ALLIANCE reaction to fire classification is issued by the laboratory cited in its block.



Material, color and dimensions CURTAIN ILUCS 1

< Composition, layer by layer

LAYER MATERIAL COMPOSITION GRAMMAGE / DENSITY POSITION

1 ILUCS palyester Trevira CS 265 g/m2 single layer, exposec

face

Color chart ILUCS (LC codes). Customization by sublimation with logos, photos or Pantone colors

= Dimensions and installation

l=| Width panels up to 140 or 170 cm depending on fabric color; for greater
widths, panels are joined by a zipper

[l Pleated 1.28 in the test (4600 mm of fabric to cover 3600 mm)
1 High custom-made

0 Format supply in whaole linear meters

7il Hanging rails or rod washers

O Cleaning frequent vacuuming and damp cloth



Sustainability and certification CURTAIN ILUCS 1 LAYEF

2 What ISINAC brings to a certified project
Current certifications of ISINAC ACOUSTIC WORLD S.L.U., with its registration number and validity. Complete documentation

ailable to the drafting team

ISO 14001 - ISO 14006 OEKO-TEX® SCS Indoor Advantage“" Gold

Environmental management and ecodesign free of harmfu SCS-IAQ-11186 - VOC emissions according

100, product class to COPH v1.2

CURRENT UNTIL 2029 CURRENT UNTIL 06-02-2027 CURRENT UNTIL 31-08-2027

Trevira CS

Permanent flame-retardant polyester fabric
brand approval issued in the name of
[SINAC

CURRENT

© What this product adds to building certification

12 6 5 4 4

WELL HQE LEED BREEAM DGNB

aocumentaple credits aocumentanle credits documentable credits documentable credit: documentable credits

¢ Material and lifecycle, at a glance

<> ILUCS < ~0,5 mm thickness Q VOC emissions below
threshold

polyester Trevira CS ~ Oftheassemb

@ Made in the European Union 2oy ILUCS color chart (LC codes)
ade in Europe seal Catalog finishes

2 Documentation accompanylng th|s product
All available for the drafting team, upon request anc
fire classification - fabric certificates (OEKO
INSUL, and SONarchitect.

ccredited laboratory absorptior
coefficients in native format fo

GARANTIA

I ) N E Y .
\.moot AR QUAUTY trpsd
Nao=z < Y i
\\_/ / STA:'QDQARD IN VS a I teX ANOS


https://www.isinac.com/

Points in building certification

CERTIFICATION CREDIT POINTS HOW IT IS ACCREDITED
BREEAM Hea 06 — Acoustic performance — accredited laboratory absorption and insulation tests ENAC
BREEAM Hea 04 — Indoor air quality — VOC emissions certificate
LEED v4.1 EQ — Low-Emitting Materials 1-3  SCS Indoor Advantage Gold, CDPH v1.2 method
LEED v4.1 EQ — Acoustic Performance 1 band absorption coefficients for reverberation calculation
DGNB ENV1.1 — Life cycle assessment upto  LCA modules broken down, in a format readable by calculation
130 tools
DGNB SOC1.3 — Acoustic comfort upto a,per band, ay and equivalent sound absorption area
110
DGNB ENV1.3 — Resource extraction upto certifications of origin and environmental management
100
HQE Material emissions 2 carcdnogenic formaldenyde and VOC 1A and 1B below threshold
HQE Acoustics in common areas upto3 available absorption tests
WELL S05 — Sound Reducing Surfaces 2 the product is the compliance element
WELL S04 — reverberation time 2 absorption coefficients of the material
WELL S06 — acoustic privacy 1 hangs from SO5, with the same backing

reinforcement

ds them based on the complete building. Detailed reasonin

Documentation for your project

Complete test reports, Declarations of Performance, certificates and acoustic calculation sheets available to the design team. We provide
specification support from the project phase to the construction site.
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