TECHNICAL DATA SHEET

CURTAIN IZZER 7/ | AYERS

Sound-absorbing curtain made of merino wool with g
carbon fiber core. Absorption aw 1.00 and insulation
measured in laboratory.
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Acoustic performance CURTAIN IZZER 4 LAYERS

~lI- Acoustic absorption

-LACUS-IN-195-4 (31/01/2023). The curtain

HZ 125 250 500 1000 2000 4000

ag 032 0,92 1,07 1,03 1,1 1,26

tecnal.q The acoustic tests in this data sheet were carried out at TECNALIA, 5 laboratory accredited by ENAC
° and a signatory to the ILAC-MRA agreement, which gives international recognition to the results. The
STECHNOLOGY ALLIANCE reaction to fire classification is issued by the laboratory cited in its block

MEMBER OF BASQUE RESEARCH

All data come from accredited laborat e None is estimatec



Performance and material “URTAIN IZZER 4 LAYERS

¢y Reaction to fire

[ ]
IZZE R. C-S1 ,do FIGRA 202,17 W/s - THReoos 1,6 M) - SMOGRA 0 - no

flaming droplets

Classification issued by an independent laboratory on
the tested product according to EN 13501-1:2018.

< Composition, layer by layer

LAYER MATERIAL COMPOSITION GRAMMAGE / DENSITY POSITION

1 IZZER 100% virgin merino wool 460 g/m?  exposed side
2 PX210 carbon fiber non-woven 210 g/m?

3 PX210 carbon fiber non-woven 210 g/m?

4 IZZER 100% virgin merino wool 460 g/m?  exposed side

Color

41 colors from the [ZZER color chart. Each color is ordered by its chart code
1202 1208 1209 1z12 1213 1z18 IZ1E 1Z1F 1z1) 1Z1K 1ZiL
1ZIN 1Z1P IZIR 1Z1v zZ1w Z1y 1221 1226 1228 122Q 1227

172U 172w 1727 1730 1731 1733 1735 1739 IZ3A 1Z3B 1747

1253 1258 1262 1263 1267 1282 1286 1290




Dimensions and installation

TAIN 1ZZER 4 LAYERS

== Dimensions and installation

=l

-]

o =

Width per panel
Total width
High

Format

Pleated

Hanging

Cleaning

up to 140 cm

custom-made, joining panels with a zipper
custom-made

whole linear meters

factor 1.32 in the absorption test (4755 mm of fabric = 3600 mm of
gap)

rails or rod washers

washable fabric; consult the manual before washing the assembled
curtain



Sustainability and certification

7ER 4 LAYERS

2 What ISINAC brlngs to a certified prolect

Current certifications of ISINAC ACOUSTIC WORLD S.L.U., with its registration number and validity. Complete doc

ailable to the drafting tear

ISO 14001 - ISO 14006 SCS Indoor Advantage™ Gold

vironmental management and ecodesign SCS-IAQ-11186 - VOC emissions according
Bureau Veritas to COPH v1.2. Covers [ZZER

CURRENT UNTIL 2029 CURRENT UNTIL 31-08-2027

) What this product adds to building certification
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Jocumentable credits documentable credits documentable credits documentable credits
Jits that n doc men his produ th ipporting them. Tt )
hem are on the last page

¢ Material and lifecycle, at a glance

IZZER 3 8 mm thick

@ Made in the European Union 41 colors from the IZZER
ade in Eurooe sea| </ color chart

All availab
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https://www.isinac.com/

Points in building certification

TAIN 1ZZER 4 LAYERS

CERTIFICATION CREDIT POINTS HOW IT IS ACCREDITED
BREEAM Hea 06 — Acoustic performance — accredited laboratory absorption and insulation tests ENAC
BREEAM Hea 04 — Indoor air quality — VOC emissions certificate
LEED v4.1 EQ — Low-Emitting Materials 1-3  SCS Indoor Advantage Gold, CDPH v1.2 method
LEED v4.1 EQ — Acoustic Performance 1 band absorption coefficients for reverberation calculation
DGNB ENV1.1 — Life cycle assessment upto  LCA modules broken down, in a format readable by calculation
130 tools
DGNB SOC1.3 — Acoustic comfort upto a,per band, ay and equivalent sound absorption area
110
DGNB ENV1.3 — Resource extraction upto certifications of origin and environmental management
100
HQE Material emissions 2 carcdnogenic formaldenyde and VOC 1A and 1B below threshold
HQE Acoustics in common areas upto3  class A with absorption tests
WELL S05 — Sound Reducing Surfaces 2 the product is the compliance element
WELL S04 — reverberation time 2 absorption coefficients of the material
WELL S06 — acoustic privacy 1 hangs from SO5, with the same backing

reinforcement

ds them based on the complete building. Detailed reasonin

Documentation for your project

Complete test reports, Declarations of Performance, certificates and acoustic calculation sheets available to the design team. We provide
specification support from the project phase to the construction site.
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