TECHNICAL DATA SHEET

PANEL IZZER ~ -5 1VE A0 mim

Mineral foam panel of 40 mm lined with [ZZER made
of virgin merino wool, with self-adhesive on the
hidden side: it adheres directly to the wall to absorb
sound without construction work or profiles.

e & Class X Thickne:
0,90 C-s2,d0 40 mm

weighted absorption reaction to fire of the assembly




Acoustic performance PANEL 1ZZER ADHESIVE 40 mm

~|I Acoustic absorption

nber, separated 30 mm from each other, j ow 0
> AND EDGES ("cover" configuration), with self-adhesive on the hid

HZ 125 250 500 1000 2000 4000
o 0,17 0,63 1,08 1,17 1,16 1,09
ADSOrptiol fficient at reference frequencies reaqgy tc be entered into the room reverberation calculation

Classification issued by an independent laboratory on
the tested product according to EN 13501-1:2018.

tecnql.q The acoustic tests in this data sheet were carried out at TECNALIA, s laboratory accredited by ENAC
° and a signatory to the ILAC-MRA agreement, which gives international recognition to the results. The

MEMBER OF BASQUE RESEARCH . § . . L . . .

STECHNOLOGY ALLIANCE reaction to fire classification is issued by the laboratory cited in its block.



Material, color and dimensions PANEL 1ZZER ADHESIVE 40 mm

< Composition, layer by layer

LAYER MATERIAL COMPOSITION GRAMMAGE / DENSITY POSITION

1 1ZZER 100% virgin merino wool 460 g/m?  exposed side and
edges ( r
contl guratior )

2 Mineral foam core open cell mineral foam 9 kg/m? nominal density  core, 40 mm

3 Self-adhesive self-adhesive with mesh 80 g/m? hidden side, for wall

Color

41 colors from the IZZER color chart

== Dimensions and installation

-+ Thickness

0 Square

™ Rectangle

o PILL

o TRISMA

@ Hexagon

@ Circle

0 Format tested in laboratory

77 Installation

gluing

40 mm

305 x 305 - 400 x 400 - 610 x 610 - 800 x 800 - 1220 x 1220 mm
1220 1001220 x 200 - 1220 x 305 - 1220 x 400 - 1220 x 610 mm
610 x 305 - 1220 x 305 - 800 x 400 - 1220 x 400 mm

610x 407 -800x 5331220 x 813 mm

@ 305-610- 1220 mm (circumscribed circle)

diameter 305 - 400 - 610 - 800 - 1220 mm

610 x 610 mm, 40 mm thick

Self-adhesive on the hidden side; 5 and 10 cm foam spacers as an
accessory
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Sustainability and certification PANEL 1ZZER ADHESIVE 40 mm

2 What ISINAC brings to a certified project
Current certifications of ISINAC ACOUSTIC WORLD S.L.U., with its registration number and validity. Complete documentation

vailable to the drafting team

ISO 14001 - ISO 14006 CE Marking - DoP SCS Indoor Advantage™ Gold
vironmental management a 1 ;,‘Lﬂk,””i‘”“l‘k‘ Yeclaration o Performn ance of its prod t ‘"‘1? A( ) y ‘;‘" ‘ emissic ‘;‘LI’W'T q
Sureau Veritas famil to CDPH v1.2. Covers IZZER

CURRENT UNTIL 2029 ISSUED 2026 CURRENT UNTIL 31-08-2027

) What this product adds to building certification

12 6 5 4 4

WELL HQE LEED BREEAM DGNB

documentable credits documentable credits documentable credits documentable credits documentable credits
Jits that n doc men his produ the ipporting them. Tt yrded ch \
hem are on the last page

¢ Material and lifecycle, at a glance

IZZER 3~ 40mm thick VOC emissions below
100% virgin merino woo T Ofthe assemb threshold
SCS Indoor Advantage Gold, CDPH
1.2 method, on the fabric
@ Made in the European Union 41 colors from the IZZER
1ade in Europe <eal color chart

All availab d free of ¢ ed laboratary absorption test report - react
fire ¢ d;,a,' narking) ertifi ative
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https://www.isinac.com/

Points in building certification

PANEL IZZER ADHESIVE 40 mm

CERTIFICATION CREDIT POINTS HOW IT IS ACCREDITED
BREEAM Hea 06 — Acoustic performance — accredited laboratory absorption and insulation tests ENAC
BREEAM Hea 04 — Indoor air quality — VOC emissions certificate
LEED v4.1 EQ — Low-Emitting Materials 1-3  SCS Indoor Advantage Gold, CDPH v1.2 method
LEED v4.1 EQ — Acoustic Performance 1 band absorption coefficients for reverberation calculation
DGNB ENV1.1 — Life cycle assessment upto  LCA modules broken down, in a format readable by calculation
130 tools
DGNB SOC1.3 — Acoustic comfort upto a,per band, ay and equivalent sound absorption area
110
DGNB ENV1.3 — Resource extraction upto certifications of origin and environmental management
100
HQE Material emissions 2 carcdnogenic formaldenyde and VOC 1A and 1B below threshold
HQE Acoustics in common areas upto3  class A with absorption tests
WELL S05 — Sound Reducing Surfaces 2 the product is the compliance element
WELL S04 — reverberation time 2 absorption coefficients of the material
WELL S06 — acoustic privacy 1 hangs from SO5, with the same backing

reinforcement

ds them based on the complete building. Detailed reasonin

Documentation for your project

Complete test reports, Declarations of Performance, certificates and acoustic calculation sheets available to the design team. We provide
specification support from the project phase to the construction site.



https://www.isinac.com/
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